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Electrical Characteristics 
 

Rated current 35A MAX（12AWG/△＜85℃） 

Withstand voltage 500V DC 

Insulation Resistance ≥2000MΩ 

Contact resistance ≤1.0mΩ 

Mechanical Properties 
 

Service life 100 times 

Salt spray test 48h 

Environmental Resistance 
 

Protection level IP40 

Operating temperature -20℃ to 120℃ 

Flame retardant grade UL94 V-0 

Material 
 

Outer shell PA，Color：Yellow 

Pinhole parts Copper alloy，plating: gold 

 

 
XT60E-F 

  

XT60E-F Series 

1. This series of products is 180°outlet 

welding injection molding + assembly type 

2PIN connector，suitable for panel installation，

intermate with XT60U-M，it is the current 

standard component for lithium battery power 

supply； 

2. Applicable to line-to-line connection of 

lithium batteries and controllers scene. 

 

 

在使用时，请勿超出额

定的电流和电压 

 
 
● 电流和电压过载会导致故障和事故发生。 

● 如在带电的状态下，插拔连接器，会导致故障和

事故发生，所以请您在未通电的状态下，插拔连接器。 

 

 

请勿在向连接器施加

外力的状态下使用 

● 请勿在连接器和电线受力的状态下通电。如受到

过大的外力，会破损导致故障和事故发生，所以请勿

在此情况下使用。 

● 连接器是作为电路的连接部件而设计的，因此请 

勿将连接器作为外壳等结构物体的一部分使用。 
 

 

请确认使用环境 

 

● 请勿在环境为高温、高湿的地方使用。 

● 如不在规格书中所要求的环境下使用，会导致故

障发生。所以请勿在此种情况下使用。 

 

 

请小心使用 

● 连接器是精密部件，请在使用时谨慎小心。 

● 请您从打开包装时起就要谨慎小心，即使是有载

带和包装管这样包装的产品，它在受到强烈撞击后，

还是会造成端子变形、弯曲、脱出等现象发生。 

 


